Vehicles and equipment may neither enter directly to nor exit directly from Lots ___ onto ___.  (Insert lot numbers and Road names).  [E&SPCPM p. 168]

Stockpile heights must not exceed 35 feet.  Stockpile slopes must be 2: 1 or flatter.  [E&SPCPM p. 168]

The operator shall assure that the approved erosion and sediment control plan is properly and completely implemented.

Until the site achieves final stabilization, the Permittee and Copermittee shall assure that the best management practices are implemented, operated, and maintained properly and completely.  Maintenance shall include inspections of all best management practice facilities and maintain and make available to the Montgomery County Conservation District complete, written inspection logs of all those inspections.  All maintenance work, including cleaning, repair, replacement, regarding, reseeding, and restabilization shall be performed immediately. 

Immediately upon discovering unforeseen circumstances posing the potential for accelerated erosion and/or sediment pollution, the operator shall implement appropriate best management practices to eliminate potential for accelerated erosion and/or sediment pollution.

Before initiating any revisions to the approved erosion and sediment control plan or revisions to other plans which may affect the effectiveness of the approved E&S control plan, the operator must receive approval of the revisions from the Montgomery County Conservation District.

The operator shall assure that an erosion and sediment control plan has been prepared, approved by the appropriate Conservation District, and is being implemented and maintained for all soil and/or rock spoil and borrow areas, regardless of their locations.

All pumping of sediment laden water shall be through a sediment control BMP, such as a pumped water filter bag discharging over non-disturbed areas.

The contractor is advised to become thoroughly familiar with the provisions of the Appendix 64, Erosion Control Rules and Regulations, Title 25, Part 1, Department of Environmental Protection, Subpart C, Protection of Natural Resources, Article III, Water Resources, Chapter 102, Erosion Control.

 A copy of the approved erosion and sediment control plan must be available at the project site at all times.

Only limited disturbance will be permitted to provide access to ___ for grading and acquiring borrow to construct those BMP’s.  (Insert type of BMP for which borrow is needed).  E&SPCPM p.168

Erosion and sediment BMP’s must be constructed, stabilized, and functional before site disturbance begins within the tributary areas of those BMP’s.  E&SPCPM p. 168

After final site stabilization has been achieved, temporary erosion and sediment BMP controls must be removed.  Areas disturbed during removal of the BMP’s must be stabilized immediately.  E&SPCPM p. 168

The permittee or co‑permittee shall contact the department or authorized conservation district at least seven days before construction is to begin to determine if a preconstruction conference is required.  The permittee, co‑permittee, and others undertaking the earth disturbance activity must attend a preconstruction conference when requested by the department or authorized conservation district.  The permittee or co-permittee must bring a copy of their NPDES permit, a copy of the stamped plan from the conservation district, and all associated department approvals/permits which must be available at the conference upon request.  Also, at least 3 days before starting any earth disturbance activities, all contactors involved in those activities shall notify the Pennsylvania One Call System Incorporated at 1-800-242-1776 for buried utilities locations.
Upon the installation or stabilization of all perimeter sediment control BMPs and at least 3 days prior to proceeding with the bulk earth disturbance activities, the permittee or co-permittee shall provide notification to the department or authorized conservation district.

ALL EARTH DISTURBANCE ACTIVITIES SHALL PROCEDE IN ACCORDANCE WITH THE FOLLOWING SEQUENCE.  EACH STAGE SHALL BE COMPLETED BEFORE ANY FOLLOWING STAGE IS INITIATED.  CLEARING AND GRUBBING SHALL BE LIMITED TO THOSE ARES DESCRIBED IN EACH STAGE.

Immediately after earth disturbance activities cease, the operator shall stabilize any areas disturbed by the activities.  During non-germinating periods, mulch must be applied at the specified rates.  Disturbed areas which are not at finished grade and which will be redisturbed within one year must be stabilized in accordance with the temporary vegetative stabilization specifications.  Disturbed areas which are at finished grade or which will not be redisturbed within one year must be stabilized in accordance with the permanent vegetative stabilization specifications.

An area shall be considered to have achieved final stabilization when it has a minimum uniform 70% perennial vegetative cover or other permanent non-vegetative cover with a density sufficient to resist accelerated surface erosion and subsurface characteristics sufficient to resist sliding and other movements.

Permittees and co‑permittees are responsible for ensuring that a licensed professional have oversight responsibilities for the design and proper installation of BMPs identified in the PCSM Plan prior to the submission of the NOT for this permit.  The licensed professional shall certify that the BMPs identified in the plan have been installed in accordance with the approved plan  The installation schedule of PCSM BMPs and maintenance requirements contained within the approved PCSM Plan must be followed; and failure to comply with the installation schedule is a violation of this permit, the Clean Streams Law, and the Clean Water Act.

Sediment Basins

Approval of the use of skimmers does not approve use of any skimmers in violation of any patent, patent rights, and/or patent laws.

Baffles must be installed to allow basin maintenance and clean out.

Upon installation of the temporary sediment basin riser(s), an immediate inspection shall be done by a qualified site representative and the Montgomery County Conservation District shall be notified in writing that the riser is sealed.

Sediment basins must be structurally sound and protected from unauthorized acts of third parties.

Other BMP’s

Sediment must be removed from storm water inlet protection after each runoff event.

At stream crossings, 50’ buffer areas should be maintained.  On buffers, clearing, sod disturbances, excavation, and equipment traffic should be minimized.  Activities such as stacking logs, burning cleared brush, discharging rainwater from trenches, welding pipe sections, refueling and maintaining equipment should be accomplished outside of buffers.

Temporary Stabilization and Permanent Stabilization

Hay or straw mulch must be applied at 3.0 tons per acre.

Mulch with mulch control netting or erosion control blankets must be installed on all slopes 3:1 or steeper.

Straw mulch shall be applied in long strands, not chopped or finely broken.

Until the site is stabilized, all erosion and sediment BMP’s must be maintained properly.  Maintenance must include inspections of all erosion and sediment control BMP’s after each runoff event and on a weekly basis.  All preventative and remedial maintenance work, including clean out, repair, replacement, regarding, reseeding, remulching, and renetting, must be done immediately.  If erosion and sediment control BMP’s fail to perform as expected, replacement BMP’s, or modifications to those installed will be required.  E&SPCPM p. 168

Sediment removed from BMP’s shall be disposed of in landscape areas outside of steep slopes, wetlands, floodplains or drainage swales and immediately stabilized, or placed in topsoil stockpiles.

The operator shall remove from this site, recycle, or dispose of all building materials and wastes in accordance with the Department’s Solid Waste Management Regulations at 25 Pa. Code 260.1 et seq., 271.1 et seq.  The contractor shall not illegally bury, dump, or discharge any building material or wastes at this site. 

An E&S Plan shall be submitted to the department or authorized conservation district and implemented for all spoil and borrow areas, regardless of their location.

The NPDES Boundary is equal to the limits of disturbance of the site and any off-site areas within the limits of disturbance that are the responsibility of the developer to install.  Off-site facilities such as: utilities and roadways.

The projects receiving watercourse is ________________, and the Chapter 93 classification is _________.

Upon completion or temporary cessation of the earth disturbance activity the project site shall be immediately stabilized in accordance with the recommendations contained in the Erosion and Sediment Pollution Control Program Manual (E&S Manual), Commonwealth of Pennsylvania, Department of Environmental Protection No. 363-2134-008, April 2000, as amended and updated.  Erosion and sediment control BMPs shall be implemented and maintained until permanent stabilization is completed and PCSM BMPs are operational.
Utility Line Trench Excavation Notes

1. Limit advanced clearing and grubbing operations to a distance equal to two times the length of pipe installation that can be completed in one day.

2. Work crews and equipment for trenching, placement of pipe, plug construction and backfilling will be self contained and separate from clearing and grubbing and site restoration and stabilization operations.

3. All soil excavated from the trench will be placed on the uphill side of the trench.

4. Limit daily trench excavation to the length of pipe placement, plug installation and backfilling that can be completed the same day.

5. Water which accumulates in the open trench will be completely removed by pumping before pipe placement and / or backfilling begins.  Water removed from the trench shall be pumped through a filtration device.

6. On the day following pipe placement and trench backfilling, the disturbed area will be graded to final contours and immediately stabilized.

7. Soils excavated from existing surface layer should be stockpiled separately and returned as final surface layer following trench backfilling.

MONITORING, INSPECTION, AND REPORTING REQUIREMENTS

Visual Inspections

The permittee and co‑permittee(s) must ensure that visual site inspections are conducted weekly, and within 24 hours after each measurable rainfall event throughout the duration of construction and until the receipt and acknowledgement of the NOT by the department or authorized conservation district.  The visual site inspections and reports shall be completed in a format provided by the department, and conducted by qualified personnel, trained and experienced in erosion and sediment control, to ascertain that E&S BMPs and PCSM BMPs are properly constructed and maintained to effectively minimize pollution to the waters of this commonwealth.  A written report of each inspection shall be kept and include at a minimum:

(1) a summary of site conditions, E&S BMP and PCSM BMP, implementation and maintenance and compliance actions; and

(2) the date, time, name and signature of the person conducting the inspection.

Noncompliance Reporting
Where E&S, PCSM or PPC BMPs are found to be inoperative or ineffective during an inspection, or any other time, the permittee and co‑permittee(s) shall, within 24 hours, contact the department or authorized conservation district, by phone or personal contact, followed by the submission of a written report within 5 days of the initial contact.  Noncompliance reports shall include the following information:

(1) any condition on the project site which may endanger public health, safety, or the environment, or involve incidents which cause or threaten pollution;

(2) the period of noncompliance, including exact dates and times and/or anticipated time when the activity will return to compliance;

(3) steps being taken to reduce, eliminate, and prevent recurrence of the noncompliance; and

(4) the date or schedule of dates, and identifying remedies for correcting noncompliance conditions.

Reduction, Loss, or Failure of the BMPs

Upon reduction, loss, or failure of the BMPs, the permittee and co‑permittee shall take immediate action to restore the BMPs or provide an alternative method of treatment.  Such restored BMPs or alternative treatment shall be at least as effective as the original BMPs.

Termination of Coverage

NOT:  Upon permanent stabilization of earth disturbance activities associated with construction activity that are authorized by this permit and when BMPs identified in the PCSM Plan have been properly installed, the permittee and/or co‑permittee of the facility must submit a NOT form that is signed in accordance with Part B, Section 1.c, Signatory Requirements, of this permit.  All letters certifying discharge termination are to be sent to the department or authorized conservation district.  The NOT must contain the following information:  facility name, address, and location, operator name and address, permit number, identification and proof of acknowledgment from the person(s) who will be responsible for operation and maintenance of the PCSM BMPs in accordance with the approved PCSM Plan, and the reason for permit termination.  Until the permittee has received written acknowledgement of the NOT, the permittee will remain responsible for operating and maintaining all E&S BMPs and PCSM BMPs on the project site and will be responsible for violations occurring on the project site.

Completion Certificate and Final Plans
Within 30 days after the completion of earth disturbance activities authorized by this permit, including the permanent stabilization of the site and proper installation of PCSM BMPs in accordance with the approved PCSM Plan, or upon submission of the NOT if sooner, the permittee shall file with the department or authorized conservation district a statement signed by a licensed professional and by the permittee certifying that work has been performed in accordance with the terms and conditions of this permit and the approved E&S and PCSM Plans.

Standard note to comply with NPDES Checklist Item #2.b.xv 

(#3.b.xv for an Individual NPDES Permit)

If the site will need to import or export material from the site, the responsibility for performing environmental due diligence and determination of clean fill will rest with (Responsible Party).

Clean Fill is defined as:  Uncontaminated, non-water soluble, non-decomposable, inert, solid material.  The term includes soil, rock, stone, dredged material, used asphalt, and brick, block or concrete from construction and demolition activities that is separate from other waste and is recognizable as such.  The term does not include materials placed in or on the waters of the Commonwealth unless otherwise authorized.  (The term "used asphalt" does not include milled asphalt or asphalt that has been processed for re-use).

Clean Fill affected by a spill or release of a regulated substance:  Fill materials affected by a spill or release of a regulated substance still qualifies as clean fill provided the testing reveals that the fill material contains concentrations of regulated substances that are below the residential limits in Tables FP-1a and FP-1b found in the Department's policy "Management of Fill".

Any person placing clean fill that has been affected by a spill or release of a regulated substance must use form FP-001 to certify the origin of the fill material and the results of the analytical testing to qualify the material as clean fill.  Form FP-001 must be retained by the owner of the property receiving the fill.  A copy of Form FP-001 can be found at the end of these instructions.

Environmental due diligence:  The applicant must perform environmental due diligence to determine if the fill materials associated with the project qualify as clean fill.  Environmental due diligence is defined as:  Investigative techniques, including, but not limited to, visual property inspections, electronic data base searches, review of property ownership, review of property use history, Sanborn maps, environmental questionnaires, transaction screens, analytical testing, environmental assessments or audits.  Analytical testing is not a required part of due diligence unless visual inspection and/or review of the past land use of the property indicates that the fill may have been subjected to a spill or release of regulated substance.  If the fill may have been affected by a spill or release of a regulated substance, it must be tested to determine if it qualifies as clean fill.  Testing should be performed in accordance with Appendix A of the Department's policy "Management of Fill".

Fill material that does not qualify as clean fill is regulated fill.  Regulated fill is waste and must be managed in accordance with the Department's municipal or residual waste regulations based on 25 Pa. Code Chapters 287 Residual Waste Management or 271 Municipal Waste Management, whichever is applicable.  These regulations are available on-line at www.pacode.com .

